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AutoCAD SHX Text
SEE NOTE 5 & 7

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
G

AutoCAD SHX Text
H

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
G

AutoCAD SHX Text
H

AutoCAD SHX Text
No

AutoCAD SHX Text
Revision

AutoCAD SHX Text
Date

AutoCAD SHX Text
Checked

AutoCAD SHX Text
Approved

AutoCAD SHX Text
Rev

AutoCAD SHX Text
Scale:

AutoCAD SHX Text
Date:

AutoCAD SHX Text
Sheet No:

AutoCAD SHX Text
Drawn:

AutoCAD SHX Text
Approved:

AutoCAD SHX Text
Designed:

AutoCAD SHX Text
Checked:

AutoCAD SHX Text
Project No:

AutoCAD SHX Text
Date Plotted:

AutoCAD SHX Text
2/10/2024

AutoCAD SHX Text
Plot Style:

AutoCAD SHX Text
Status:

AutoCAD SHX Text
The information contained within this drawing & associated electronic file shall remain the property of Evoenergy and shall not be copied or used for any other purpose without express written permission from Evoenergy.         © Evoenergy. 2018.2018..

AutoCAD SHX Text
ACT Cadastral information supplied by the ACT Environment & Sustainable Development Directorate.   © ACT Gov. 2018.2018..

AutoCAD SHX Text
Work Pack No:

AutoCAD SHX Text
File:

AutoCAD SHX Text
394-022

AutoCAD SHX Text
D

AutoCAD SHX Text
Current

AutoCAD SHX Text
CABLE HAULAGE & JOINT PIT

AutoCAD SHX Text
FORMED CONCRETE

AutoCAD SHX Text
TYPE D240 LOAD RATING

AutoCAD SHX Text
MULTIPARTS COVER WITH 4 REMOVABLE BEAMS

AutoCAD SHX Text
S. Ghonim

AutoCAD SHX Text
18/05/2021

AutoCAD SHX Text
S. Ghonim

AutoCAD SHX Text
N. Azizi

AutoCAD SHX Text
21/05/2021

AutoCAD SHX Text
W. Cleland

AutoCAD SHX Text
21/05/2021

AutoCAD SHX Text
NTS

AutoCAD SHX Text
2 OF 5

AutoCAD SHX Text
D

AutoCAD SHX Text
DRAWING AND NOTES UPDATED WITH PIT SUITE -  NA

AutoCAD SHX Text
24/09/2024

AutoCAD SHX Text
J. Primmer

AutoCAD SHX Text
N. Azizi

AutoCAD SHX Text
C

AutoCAD SHX Text
NOTE 10 AND 9 UPDATED

AutoCAD SHX Text
22/12/2023

AutoCAD SHX Text
J. Primmer

AutoCAD SHX Text
N. Azizi

AutoCAD SHX Text
B

AutoCAD SHX Text
COVER RATING AMENDED FROM D400 TO D240 AND NOTE 18 ADDED - KV

AutoCAD SHX Text
12/04/2022

AutoCAD SHX Text
N. Azizi

AutoCAD SHX Text
W. Cleland

AutoCAD SHX Text
A

AutoCAD SHX Text
NOTES UPDATE, DIMENSIONS UPDATE - SG

AutoCAD SHX Text
9/06/2021

AutoCAD SHX Text
N. Azizi

AutoCAD SHX Text
W. Cleland

AutoCAD SHX Text
A2

AutoCAD SHX Text
Electrical.ctb


	Sheets and Views
	Layout1


